City of Oak Park Heights

Landscape Guidelines for Developers

Tree Preservation/Protection

If the property you are developing is over 1 acre in size and contains at least 5 significant trees — 8 inches in trunk diameter (deciduous)
or 10 feet in height (evergreen) your project will fall under the City’s Tree Protection Ordinance (Chapter 1307 of the City Code).

Tree Protection Ordinance 1307 requires: (a) A tree protection plan; (b) An inventory of existing significant trees; and may require (c)
Tree replacement for trees removed (either planted on site or cash in lieu of tree planting). Trees included in the landscape plan will
be used to offset any tree replacement requirement. A copy of Ordinance 1307 can be obtained from the City of Oak Park Heights
web page at www.cityofoakparkheights.com

Landscape Plan

Design:

Landscape designs should be attractive and easy to maintain. Planting spaces should be large enough so that trees and shrubs have
enough rooting space to attain a healthy maturity. Planting beds should be edged with professional grade black plastic edging, brick
or metal. Trees planted in sodded areas should be mulched with wood chips out several feet from the trunk and edging installed to
keep mulch in place. Planting beds may be mulched with landscape quality wood chips, shredded bark, or rock.

Plant Species:

Plants specified in the plan should be attractive, hardy to Zone 3 and tolerant or resistant to major insect and disease problems. Plants
native to Minnesota are preferred, though improved cultivars of native plants and proven cultivars of introduced species may also be
used. Where appropriate, trees, shrubs and perennials should be included in the landscape plan- either planted together in landscape
beds or separately. A “Plant Schedule” which lists the amount, common name, scientific (Latin) name and type of planting stock
(container, B&B, etc.) must be included as part of the landscape plan (example attached). See OPH “Design Guidelines” for suggested
plant species.

Size and Type of Planting Stock:

Minimum sizes for landscape plants for most sites are as follows:

Shrubs: 18-24 in. tall, potted

Ornamental Trees: 1.5 inches in diameter, B&B (Balled & Burlapped); 6-7 feet tall, potted.

Shade Trees: 2.5 inches in diameter, B&B; 1.75 inches in diameter, potted.

Evergreen Trees: 6-8 feet tall, B&B

Boulevard Trees: (Those trees planted within the street right-of-way) must be shade (deciduous) trees, 2.5 in. diameter B&B,

spaced 30-40 feet apart. If boulevard space is restricted, due to utilities (overhead or underground),
ornamental trees, such as flowering crabs, could be planted, spaced 20 feet apart. Evergreens are not
allowed on the boulevard.



Planting Specifications:

Attached is a sample Landscape Plan, “Plant Schedule” and “Planting Detail” (accepted planting procedures for shade trees, evergreen
trees, and shrubs). Plants are to be installed according to these specifications. The landscape plan and planting will not be approved
unless these procedures are used. A “Planting Detail” diagram for both trees and shrubs must be attached to any landscape plan
which is submitted. Submitted landscape plans for projects that fall under the City’s Tree Protection Ordinance (Ord. 1307), must also
include tree replacement calculations.

Approvals & Inspections

Site Plan Review:

A meeting between City Staff and the Applicant to discuss plans which have been submitted. The Applicant will receive initial feedback
regarding the landscape plan at this meeting. If applicable, tree protection/replacement issues will also be discussed.

Plan Approval:

This typically occurs after the Site Plan Review meeting. The City Arborist will review the project and make recommendations as to
changes and specifications. The plan will receive final approval only after any suggested changes have been implemented and plans
have been re-submitted for Parks Commission (if applicable), Planning Commission, and City Council approval.

Inspections:

Landscaping is inspected by the City Arborist just after installation and also near the end of the guarantee period (typically 1-year after
installation). Inspections may also occur at time of installation to ensure that planting specifications are being adhered to and that
plant material is in good condition when planted.

Final Acceptance of Installation and Landscape Plants:

If specified planting procedures have been followed and plants are alive and in good condition at the end of the guarantee period, the
City Arborist will sign off on the landscape portion of the project.

Questions regarding landscape issues?
Contact: City Arborist Lisa Danielson @ 651.439.4439

Email: I[danielson@cityofoakparkheights.com

14168 Oak Park Blvd. N.-P.O. Box 2007-Oak Park Heights, MN 55082
Phone: 651.439.4439 - Fax: 651.439.0574
www.cityofoakparkheights.com
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Plant Schedule

CODE QTY. COMMON/BOTANICAL NAME ROOT CONDITION/  SIZE
CONTAINER CLASS

OVERSTORY TREE 10

NWM 4 NORTHWOOD MAPLE / ACER RUBRUMI 'NORTHWOOD’ B&B 2.5" CAL.

SMC 2 STATELY MANOR COFFEETREE / GYMNOCLADUS DIOICUS 'ESPRESSO’ B&B 2.5" CAL.

RML 4 REDMOND LINDEN / TILIA  AMERICANA 'REDMOND’ B&B 2.5" CAL.
ORNAMENTAL TREE 4

PFC 3 PRAIRIEFIRE CRAB / MALUS 'PRAIRIEFIRE’ B&B 1.5” CAL.

JTL 1 JAPANESE TREE LILAC / SYRINGA RETICULATA B&B 1.5” CAL.
CONIFEROUS TREE 3

WHP 3 WHITE PINE / PINUS STROBUS B&B 6’ HT.
CONIFEROUS SHRUB 12

SGJ 9 SEA GREEN JUNIPER / JUNIPERUS CHINENSIS 'SEA GREEN’ #5 CONT. 5'-0" 0.C.

TAY 3 DARK GREEN YEW / TAXUS X MEDIA 'DARK GREEN SPREADER’ #5 CONT. 5'-0" 0.C.
DECIDUOUS SHRUB 33

SEM 21 SEM FALSESPIREA / SORBARIA SORBIFOLIA 'SEM’ (PP16,336) #5 CONT. 3'-0" 0.C.

MKL 12 MISS KIM LILAC / SYRINGA PATULA 'MISS KIM’ #5 CONT. 5'-0" 0.C.

PERRENIALS 146

SDO 22 STELLA DE ORO DAYLILY / HEMEROCALLIS 'STELLA DE ORO’ #1 CONT. 12" 0.C.

PWW 32 POW WOW WILDBERRY ECHINACEA / ECHINACEA PURPUREA 'POW WOW WILDBERRY' #1 CONT. 18" 0.C.

SBI 30 EDITH WOLFORD IRIS / IRIS GERMANICA 'EDITH WOLFORD’ #1 CONT. 12" 0.C.

KFG 62 KARL FOERSTER FEATHER REED GRASS / CALAMAGROSTIS X ACUTIFLORA 'KARL FOERSTER'  #1 CONT. 24" 0.C.

ABBREVIATIONS: Bé&B = BALLED AND BURLAPPED CAL. = CALIPER HT. = HEIGHT MIN. =MINIMUM 0O.C. = ON CENTER SP. = SPREAD

QTY .= QUANTITY CONT. = CONTAINER
NOTE: QUANTITIES ON PLAN SUPERSEDE LIST QUANTITIES IN THE EVENT OF A DISCREPANCY.

Landscape Requirements Landscape Notes

Plant Legend

OVERSTORY DECIDUOUS TREE

Westwood

Westwood Professional Services, Inc.

7699 Anagram Drive
Eden Prairie, MN 55344

Phone (952) 937-5150
Fax (952) 937-5822
ORNAMENTAL TREES TollFree  (888)937-5150
westwoodps.com
%:::?g CONIFEROUS TREES
C% DECIDUOUS SHRUBS
%ng:} CONIFEROUS SHRUBS
Designed: PDS/ RAH
&%) PERENNIALS Checked: PDS
"""~ EDGER Drawn: RAH
APPROXIMATE SOD AND IRRIGATION LIMITS Record Drawing by/date:
Revisions:

1. VERIFY ALL LANDSCAPE IMPROVEMENTS WITH REMOVALS AND SITE WORK.

2. ALL DISTURBED LANDSCAPED AREAS, NOT INDICATED AS PLANTING BEDS, ARE TO

DECIDUOUS BOULEVARD TREES: SPACED NO MORE THAN 40’ APART
BE SODED, UNLESS NOTED OTHERWISE.
BLUEGRASS, FREE OF LAWN GRASS WEEDS.
Landscape Summary APPLICABLE.

1)  THE LANDSCAPE PLAN MUST SHOW SOME FORM OF DESIGNED SITE AMENITIES

(LE., COMPOSITION OF PLANT MATERIALS, AND/OR CREATIVE SITE GRADING,
DECORATIVE LIGHTING, EXTERIOR SCULPTURE, ETC., WHICH ARE LARGELY INTENDED

FOR AESTHETIC PURPOSES).

VERSION.

2) ALL AREAS WITHIN THE PROPERTY LINES (OR BEYOND, IF SITE GRADING EXTENDS
BEYOND) SHALL BE TREATED. ALL EXTERIOR AREAS NOT PAVED OR DESIGNATED

REQUIRED.

OPTIMUM GROWTH.

CONTRACTOR TO VERIFY PLANTS REQUIRED AS REFLECTED ON PLAN, NOTIFY
LANDSCAPE ARCHITECT IF PLAN AND SCHEDULE DO NOT MATCH. ALL PLANT
MATERIAL TO ADHERE TO THE AMERICAN STANDARD FOR NURSERY STOCK, LATEST
ADD FERTILIZER, HERBICIDE, AND PESTICIDE AS NECESSARY FOR
PROJECT DRAINS TO LONG LAKE(IMPAIRED WATERBODY FOR
EXCESS NUTRIENTS), FERTILIZER TO MEET MNDOT METRO DISTRICT DESIGN
GUIDANCE TO LIMIT PHOSPHATE AND USING SLOW RELEASE TYPE 3 FERTILIZER.

SOD IS TO BE PRIMARILY KENTUCKY

MATCH INTO EXISTING, AS

ANCHOR SOD ON SLOPED OR POTENTIAL EROSION AREAS, OR AS

AS ROADS, PARKING, OR STORAGE MUST BE PLANTED INTO ORNAMENTAL 4. PROVIDE A MINIMUM OF 4” TOPSOIL IN LAWN AREAS AND 12” TOPSOIL IN

VEGETATION (LAWNS, GROUND COVERS, OR SHRUBS) UNLESS OTHERWISE LANDSCAPE BEDS.

ADD SOIL AMENDMENTS FOR OPTIMUM PLANT GROWTH. ALL

APPROVED BY THE CITY. PARKING ISLAND GRADES SHALL HAVE A SIGNIFICANT CROWN.

PRUNE OUT MISDIRECTH]
PROVIDE ONE CENTRA

GUYING AND STAKING,

OF STAKE 3’ (MIN.)
BELOW GROUND. STAKING POSTS
TO BE 2"X2” STAINED WOOD OR

OUTSIDE ROOT BALL. SECURE

i
o

REFER TO AMERICAN STANDARD FOR
NURSERY STOCK FOR MINIMUM BALL

TERIAL.
A MINIMUM 3" DEPTH.

DSCAPE FILTER FABRIC,
PROVE OF MULCH. ADDI

QUAL, AND AT INIMUM 4"

ROCK MULCH T

COMPLETION AND OWNER’S ACCEPTANCE.

EDGE) TO BE EDGED WITH COMMERCIAL
" BY OLY-—OLA, OR APPROVED EQUAL,

ALL BE COLORED, RED CANYON BY SYLVA, OR

DEPTH, FREE OF ALL DELETERIOUS

BYRAN RED ROCK, 1 1/2" — 3" DIAMETER, AND
K MULCH TO BE ON COMMERCIAL GRADE

H 4" OVERLAP AND ANCHORED. OWNER TO
AL ROCK MULCH, FABRIC AND EDGER MAY BE
REQUIRED AT ROOF DOWN—-SPOUT SPLASH BLOCK LOCATIONS, FIELD VERIFY.

PAINTED STEEL DELINEATOR 7. SINGLE TREE AND SHRUB PLANTINGS SHALL HAVE A 4” DEPTH SHREDDED
POSTS. PLACE 3 POSTS HARDWOOD MULCH RING AROUND EACH BASE. DECIDUOUS PLANT MATERIAL
EQUIDISTANT AROUND AND SHALL HAVE A MINIMUM 3’ DIAMETER RING, EVERGREEN PLANT MATERIAL SHALL

TREE TO POSTS WITH 16" LONG HAVE A RING TO THE DRIP LINE. MULCH PERIMETER RING TO BE SPADED EDGE.
POLYPROPYLENE OR
POLYETHYLENE, 40 MIL., 1.5” 8. EXISTING TREES AND SHRUBS, THROUGHOUT THE PROPERTY, SHALL BE PRUNED
WIDE STRAP. TO REMOVE DEAD OR UNDESIRABLE LIMBS AND TO SHAPE PLANT FOR DESIRABLE
- TREE WRAP MATERIAL(FOR DECIDUOUS APPEARANCE AND COMPLETED BY A QUALIFIED INDIVIDUAL. CONTRACTOR TO
7 @ TREES) FROM GROUNDLINE UPWARD CLEAR AND GRUB EXISTING VEGETATION AND DISPOSE OF ALL REMOVALS
BTy ’ QUIRED. OFF—SITE PER PROJECT IMPROVEMENTS.
g ‘ PLACE MULCH, DEPTH AS SPECIFIED,
E | 2X BALL R or e > — PO NOT PILE 9. CONTRACTOR TO WATER PLANT MATERIAL DURING INSTALLATION AND DURING
[P METER CoRM 5" DEEP WATERING BASIN ESTABLISHMENT PERIOD. VOLUME OF WATER TO BE PER PLANT REQUIREMENT FOR
2 il ' ESTABLISHMENT AND NORMAL GROWTH.

///////=7 — ==
/// ///%; m_:.— gﬁgi:::”:ll: g(laﬁ_NT PIT WITH SPECIFIED
//4 SCARIEY SIDES AND BOTTOM OF HOLE. 10. CONTRACTOR TO WARRANTY NEW PLANT MATERIAL FOR ONE—YEAR UPON PROJECT
===

0 2016—08—12 CONSTRUCTION PLANS
/\f 2016-09-21 CITY/WIRSHD CMNTS3

I hereby certify that this plan was prepared by me or under my
direct supervision and that I am a duly licensed PROFESSIONAL
LANrnriw ARCHITROT undor +ha laura nf +the State of Minnesota.

Gl Fobrbonpetia,

Paul D. Schroeder
Date: 09-21-2016 License No. 25820

Issued For
Construction

Prepared for:

MSP
Commercial

1215 Town Center Drive, Suite 130
Eagan, Minnesota 55121

SIZE. ROOT FLARE TO BE PLANTED 11. PROPERTY SHALL HAVE AUTOMATIC UNDERGROUND IRRIGATION SYSTEM. ALL
AT OR NEAR FINISHED GROUNDLINE. LANDSCAPE AREAS TO BE IRRIGATED. CONTRACTOR TO PROVIDE SHOP DRAWINGS
SET ROOT BALL ON UNDISTURBED FOR LANDSCAPE ARCHITECT APPROVAL. SYSTEM SHALL BE

SUBSOIL OR COMPACTED SOIL MOUND WINTERIZED(BLOWN—OUT) AFTER THE FIRST OPERATIONAL SEASON AND SHALL
MATCHING TREES NATURAL PROVIDE STARTUP THE FOLLOWING SPRING. IRRIGATION SHALL HAVE TWO—YEAR

GROUNDLINE WITH FINISHED SITE

Tree Planting Detail

N s[O SCALE

l

REMOVE CONTAINER, SCARIFY SIDES,
AND SET SOIL MASS ON COMPACTED
SOIL BASE MOUND, MATCHING
SHRUBS NATURAL GROUNDLINE WITH
FINISHED GRADE

MULCH AS SPECIFIED (AND FILTER
FABRIC, AS INDICATED)

EDGING AT PLANTING BEDS, AS
SPECIFIED, ADJACENT TO LAWN
AREAS

d

SCARIFY SIDES AND BOTTOM OF
HOLE. DEPTH PER CONTAINER SOIL
DEPTH

BACKFILL PLANT PIT WITH SPECIFIED
PLANTING SOIL OR AS APPROVED

SET CONTAINER ROOT SOIL ON
UNDISTURBED SUBSOIL OR MILD
COMPACTED SOIL FOR DEPTH TO
MATCH FINISH GRADE

FINISH GRADE
FOR LAWN

EXISTING SOIL

GRADE. WARRANTY ON PARTS AND LABOR FOLLOWING INSTALLATION APPROVAL BY OWNER.
PROVIDE BACKFLOW DEVICE, WATER METER, BOOSTER PUMP, CONTROLLER, RAIN
SENSOR, WIRES, VALVE BOXES, SLEEVING, VALVES, ROTORS, SPRAYS, AND OTHER
ACCESSORIES FOR A COMPLETE SYSTEM.

POLY BED EDGING
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Oak Park Heights
Furniture

Warehouse
Oak Park Heights, Minnesota

SOIL MIX TO

ANCHOR FLANGE — |

MINIMUM OF 4~
BELOW EDGING
NN TOP TO ALLOW
NG FOR ADEQUATE LIP
N N FOR MULCH.

SPECIFIED TOPSOIL

POLY EDGING STEEL
STAKE. DRIVE STAKE
THROUGH ANCHOR
FLANGE (MINIMUM
SPACING 4" 0.C.).
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